REVISIONS

REV DESCRIPTION DATE APPROVED

15” 157 15"
MAX —=f=—MAX—==— MAX |[=—
TYP. TYP. TYP.
47 TYP. »W« ~— 4”7 TYP. NOTES:
1. THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH
¥ 778" TP, 5 % % % REQUIREMENTS OF THE 2006 IBC AND IRC WITH STATE OF TEXAS MODIFICATIONS.
T T / i 2. WOOD FRAMING, METAL STRUCTURE AND MASONRY OPENING TO BE DESIGNED AND
§ ANCHORED TO PROPERLY TRANSFER ALL LOADS TO STRUCTURE. FRAMING, METAL
15 1/27 MAX TYP. STRUCTURE AND MASONRY OPENING IS THE RESPONSIBILITY OF THE ARCHITECT OR
i B | 35 1/47 ENGINEER OF RECORD.
} DLO 3. 1X BUCK OVER MASONRY/CONCRETE IS OPTIONAL. WHERE 1X BUCK IS NOT USED
15 1/2” MAX TYP. DISSIMILAR MATERIALS MUST BE SEPARATED WITH APPROVED COATING OR MEMBRANE.
/ SELECTION OF COATING OR MEMBRANE IS THE RESPONSIBILITY OF THE ARCHITECT OR
-+ - ENGINEER OF RECORD.
9 1/8" MAX TYP. 81 1/4” 4. ALLOWABLE STRESS INCREASE OF 1/3 WAS NOT USED IN THE DESIGN OF THE PRODUCT
?7—~ / = SHOWN HEREIN. WIND LOAD DURATION FACTOR Cd=1.6 WAS USED FOR WOOD ANCHOR
CALCULATIONS.
1207 15 7/8” MAX TYP. 5. FRAME MATERIAL: EXTRUDED ALUMINUM B063-T6.
MAX 35 1/4” 6. UNITS MUST BE GLAZED PER ASTM E1300-04, SEE SHEET 3 FOR GLASS OPTIONS.
FRAME #7" T T DLO 7. APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED FOR THIS PRODUCT IN WIND
HEIGHT 15 7/8" MAX TYP BORNE DEBRIS REGIONS.
' / 8. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM. SHIM WHERE
LI IR SPACE OF 1/16” OR GREATER OCCURS. MAXIMUM ALLOWABLE SHIM STACK TO BE 1/4”.
9 1/2” MAX TYP. 9. FOR ANCHORING INTO WOOD FRAMING OR 2X BUCK USE #14 WOOD SCREWS WITH
A / N SUFFICIENT LENGTH TO ACHIEVE A 1 3/4” MINIMUM EMBEDMENT INTO SUBSTRATE. LOCATE
§ ) ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.
14 9/16" TYP. 37 11/16 10. FOR ANCHORING INTO MASONRY/CONCRETE USE 1/4” TAPCONS WITH SUFFICIENT LENGTH +
1 4 35 1/47 TO ACHIEVE A 1 1/4” MINIMUM EMBEDMENT INTO SUBSTRATE WITH 2 1/2” MINIMUM EDGE
* DLO DISTANCE. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.
14 .9/167 MAX TYP. 11. FOR ANCHORING INTO METAL STRUCTURE USE #14 SMS OR SELF DRILLING SCREWS WITH
1 / i SUFFICIENT LENGTH TO ACHIEVE 3 THREADS MINIMUM BEYOND STRUCTURE INTERIOR WALL.
4 5/8" TYP. , . “ . LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.
} ' ‘ ' ' 12. ALL FASTENERS TO BE CORROSION RESISTANT.
~—— 48 1/47 D.L.O. — 13. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER’S INSTALLATION INSTRUCTIONS AND ANCHORS SHALL NOT BE USED IN
=— 53" MAX FRAME WIDTH —— SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BELOW:

A. WOOD — MINIMUM SPECIFIC GRAVITY OF G=0.46
SERIES 4030 ALUMINUM SINGLE HUNG WINDOW WALL CONCRETE — MINIMUM COMPRESSIVE STRENGTH OF 3,192 PSI.

B.
EXTERIOR VIEW C. MASONRY — STRENGTH CONFORMANCE TO ASTM C—90, GRADE N, TYPE 1 (OR GREATER).
o PrEesorE e | EACT PATIG D. METAL STRUCTURE: STEEL 18GA, 33KSI OR ALUMINUM 6063—T5 1/8" THICK MINIMUM
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PARTS LIST

NO. | PART NUMBER DESCRIPTION MANUFACTURER MATERIAL

1 | FS-06612 FRAME HEAD EQ LEG KEYMARK ALUMINUM 6063-T6
2 | FS-06613 FRAME SILL EQ LEG KEYMARK ALUMINUM 6063—-T6
S | FS-06614 FRAME JAMB EQ LEG KEYMARK ALUMINUM 6063-T6
4 | FS-06661 FRAME HEAD FLANGE KEYMARK ALUMINUM 6063-T6
S | FS-06662 FRAME SILL FLANGE KEYMARK ALUMINUM 6063-T6
6 | FS-06663 FRAME JAMB FLANGE KEYMARK ALUMINUM 6063-T6
7 | FS-06615 FIXED MEETING RAIL KEYMARK ALUMINUM 6063-T6
8 | FS-06616 MEETING RAIL KEYMARK ALUMINUM 6063-T6
9 | FS-06617 LIFT RAIL KEYMARK ALUMINUM 6063—-T6
10 | FS-06618 SASH JAMB KEYMARK ALUMINUM 6063—-T6
11 | FS-06667 7/16” GLASS STOP KEYMARK ALUMINUM 6063-T6
12 | FS-06619 1" GLASS STOP KEYMARK ALUMINUM 6063-T6
15 | FH-06668 VERTICAL IMPOST KEYMARK ALUMINUM 6063-T6
14 | FH-06670 SHEAR BLOCK FLORIDA EXTRUDERS| ALUMINUM 6063-T6
15 | FE-5931 SILL SNAP LOCK KEYMARK

16 | FS—-06671 HEAD FILLER KEYMARK ALUMINUM 6063-T6
17 | FS-06664 SILL RETAINER KEYMARK ALUMINUM 6063—-T6
18 | H4000-BL-SL202 | SASH LOCK KEYMARK

19 BLOCK AND TACKLE BALANCE KEYMARK

20 | S4000-XX-150 SCREEN HEAD, JAMB, AND SILL ROLLFORM

27 1 510010-BL-2200 | SCREEN SPLINE KEYMARK

22 | SBV=XX-0600Z SCREEN CLOTH KEYMARK

25 | 54080-ML-FB11 SCREEN CORNER KEY KEYMARK

24 1122003 187 X .350 ULTRAFAB FINSEAL KEYMARK

25 | W4000-BL-20218 | .187 X .300 WEATHERSTRIP FRANK LOWE PROLON

26 | W4000-BL-SCE42 | .3X1.75X.575 WEATHERSTRIP CELL FOAM

27 1122001 87 X 220 ULTRAFAB FINSEAL KEYMARK

28 | 122002 87 X 240 ULTRAFAB FINSEAL KEYMARK

29 1131014 #6 X 3/4" FH PHILLIPS SMS KEYMARK

30 | 131014 #8 X 1" SQ DRIVE PH SMS SS KEYMARK

37 #14 X 2 1/27 FH KEYMARK

32 #14 X 27 FH FRANK LOWE

35 1121104 SETTING BLOCK FRANK LOWE DUROMETER

54 | C4000-91-351AX | PERFECT GLAZE HOT MELT COMPOUND KEYMARK ALUMINUM 6063-T6
35 | FS-07419 FRAME EQUAL LEG W/ CHANNEL KEYMARK ALUMINUM 6063-T6
36 | FS-07418 FRAME FLANGE W/ CHANNEL KEYMARK ALUMINUM 6063-T6
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REVISIONS

REV DESCRIPTION ‘ DATE APPROVED
5/8” MIN

EDGE DISTANCE

SHIM SPACE

| 1/47 MAX.

INTERIOR

! -
WOOD FRAMING \ T METAL 9

3/8" MIN.
OR 2X BUCK 1 3/47 MIN STRUCTURE / ‘
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L

AN RTIY
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| %

¥ ‘ T J / : #14 SMS OR
1/47 MAX. ! SELF DRILLING SCREWS
oD UL o 11
SHIM SPACE METAL
4 WooD STRUCTURE
SCREW Js s oR BY OTHERS EXTERIOR
- SELF DRILLING APPROVED
EXTERIOR INTERIOR EXTERIOR INTERIOR SCREW SEALANT
414 WOoD JAMB INSTALLATION DETAIL
SCREW #14 SMS OR METAL STRUCTURE INSTALLATION
SELF DRILLING
SCREW 1 3/4" MIN _1/47 MAX.
APPROVED e APPROVED EMBEDMENT SHIM SPACE
SEALANT : SEALANT
\ ‘ J (SHM SPACE 1/4" MAX. ¢ INTERIOR
= { SHIM SPACE 5/8" MIN. E
WOOD FRAMING i i T METAL - 3\ i EDGE DISTANCE
OR 2X BUCK \ STRUCTURE - ! T
BY OTHERS N 1 3/47 MIN BY OTHERS \
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414 woop — | 3
i SCREW
/
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5/8" MIN_ | METAL STRUCTURE INSTALLATION S oriepe EXTERIOR
EDGE DISTANCE
APPROVED
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WOOD FRAMING OR 2X BUCK INSTALLATION

JAMB INSTALLATION DETAIL
WOOD FRAMING OR 2X BUCK INSTALLATION
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REVISIONS

REV DESCRIPTION DATE APPROVED

) 1.1/4” MIN.
2 1/27 MIN. | EMBEDMENT
EDGE  DISTANCE

CONCRETE /MASONRY
SY OTHERS CONCRETE/MASONRY
! BY OTHERS
OPTIONAL 1X BUCK 1T 1/47 MIN. OPTIONAL 1X BUCK 1/47 MAX.
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SEE NOTE 3 SHEET 1 t SEE NOTE 3 SHEET 1
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3 3/1 6”7 REVISIONS
REV ‘ DESCRIPTION ‘ DATE APPROVED
i 31/2
/ 39/16" — =
39/16” | 3 9/W6”ﬂ
i ! 3 7/8" I | f |
. 1 3/8 0 13/E ,
15/16 2 3/8” ( H 15/16" | J T%/W@
3/ N
L/ﬁ/ 1 -
I o |
FRAME HEAD - EQ LEG FRAME SILL - EQ LEG FRAME JAMB - EQ LEG FRAME HEAD FLANGE FRAME SILL FLANGE
ALUMINUM 6063-T6 .080" THICK ALUMINUM 6063-T6 .080" THICK ALUMINUM 6063-T6 .080" THICK ALUMINUM 6063-T6 .080" THICK ALUMINUM 6063-T6 .080" THICK
- 2 5/16"
— 1 15/16” |~
3 /‘/2” JWL\\/F
J =2 5/167 = 1 .9/16" |-
T 4 5/16” T
35/16 T e} 3/16" ,
: ~ e
2 1.11/16” — —
2 3/8" ﬂ 1.1/16” 1.1/16"
B r 1 o = I B
FRAME JAMB FLANGE FIXED MEETING RAIL MEETING RAIL (9)  LIFTRAL SASH JAMB (1) 716" GLASS STOP  (12) 1" GLASS STOP
ALUMINUM 6063-T6 .080" THICK ALUMINUM 6063-T6 .080" THICK ALUMINUM 6063-T6 .080" THICK ~ ALUMINUM 6063-T6 .080" THICK ~ ALUMINUM 6063-T6 .080" THICK ~ ALUMINUM 6063-T6 .080" THICK ~ ALUMINUM 6063-T6 .080" THICK
15/16” .
11/2" j=—
T r | ] / | $»‘ 1.3/8” ‘«
39/16" 39/16" — ~ VA 15/18 8" T
y T ?

SILL RETAINER

T J | (15) SILL SNAP LOCK HEAD FILLER
15/16 = ALUMINUM 6063-T6 .080" THICK ~ ALUMINUM 6063-T6 .080" THICK  ALUMINUM 6063-T6 .080" THIC
13/ * 15/16"
1.3/8” : 7500 AMSTERDAM DRIVE OF T
i \X/ lﬂD OOY  OrRLANDO, FL 32832 ETE Y,

L INCORPORATED Phone: 407.481.8400
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